Part 2 Development Provisions
Chapter 2.9 Industrial Development

CHAPTER 2.9 INDUSTRIAL DEVELOPMENT
2.9.1 INTRODUCTION

The purpose of this chapter is to provide appropriate and relevant requirements for the orderly development
of industry, and specifies Council's requirements relating to individual industrial sites. It applies to all
industrially zoned land within the Central Coast Local Government Area.

2.9.1.1 Relationship to other Chapters and Policies

This Chapter should be read in conjunction with other relevant Chapters of this Development Control Plan
and other Policy Documents of Council including, but not limited to:

. Chapter 2.4 — Subdivision
. Chapter 2.13- Transport and Parking

= Chapter 2.14 — Waste Management

] Chapter 2.15 — Signage and Advertising
] Chapter 3.1 — Floodplain Management
" Chapter 3.5 - Tree and Vegetatio
" Parts 4 & 5 — Location Specific Develt
. Council's Civil Works Specification

In certain circumstance
referenced within the te
legislation.

2.9.1.2

and with ap

. To control environme

2.9.2 INDUSTRIAL SITE DEVELOPMENT DESIGN ELEMENTS

pacts arising from industrial development

2.9.2.1 Floor Space Ratio

To enable industrial development of an acceptable bulk and scale
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a All activities and processes associated with the industrial use of the site are accommodated on the site
in buildings of acceptable bulk and scale (refer s.2.4).

b Unless otherwise indicated on the Floor Space Ratio Map (Clause 4.4 of the Central Coast Local
Environmental Plan (LEP) 2022), a maximum Floor Space Ratio of 0.8:1 is applicable to industrial
development on any land.

2.9.2.2 Site Coverage

= To ensure that all necessary uses and activities associated with i trial development can be
satisfactorily accommodated on site

] To limit the extent of built and hardstand areas on site er infiltration and the

implementation of water sensitive design techniqu

a The extent of built and hardstand areas on site

b The development footprint is to b i intenance of
soft landscape works.

2.9.2.3 Setbacks

a Front:

. Manns Road, West Gosford: 18 metres; and
] Barralong Road, Erina: 15 metres, or
] As otherwise specified in Part 6: Location Specific Development Provisions.

A minimum five (5) metre wide landscaped area must be provided within the above setback,
except for vehicle access. Suitable landscaping would comprise tree planting incorporating
mulch beds in preference to often neglected grass lawns and poorly maintained shrubs.

b On corner lots, the set back to the other road shall be not less than 5 metres.

C Side and Rear: Nil, provided:
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i the proposed building meets the requirements of the BCA

i any requirements for bushfire protection are met

iii any site specific requirements for setbacks and landscaping are met.
d Where side or rear setbacks are proposed or required:

i narrow and inaccessible setbacks are to be avoided.

ii other than area used specifically for access, side and rear setbacks are to be appropriately
landscaped.

e Where a creek, river or lagoon adjoins or traverses the site, the building(s) are required to be set-back
six (6) metres from the top of the bank.

or open space land the development
allotment adjoining or abutting

f Where the industrial allotment adjoins or abuts rural, resi
is not to be carried out within five (5) metres of the bo

that land.
ah

Note: If a site has a parallel or dual street frontage (i.e. front and rear as opposed to front and side) then both
frontages are to be considered as a front setback.

2.9.2.4

a

v includes archite eatment of the facades of the building(s) to diminish the apparent height
and length of walls, particularly on elevations with street frontage.

b The design of buildings is to be as architecturally attractive as possible by selective use of materials of
suitable texture and colour.

d Buildings should be sited to avoid the destruction of any prominent landscape features, such as stands
of large trees, etc.

d The building(s) should not project above the skyline and detract from the natural landscape when

viewed from a distance.
e Buildings should be constructed of high quality, durable, UV stabilised / resistant building materials.

f The office component of industrial buildings is to be of masonry and glass construction.
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g The reflectivity index for glass used externally in construction of a building shall not exceed 20%.
h Corrugated iron shall not be used for the predominant wall cladding under any circumstances.

i All other metal cladding shall be suitably painted.

j Long blank walls on street frontages are to be avoided. Where this is not possible, they are to be
screened by appropriate landscaping or incorporate design features into the walls.

k Important parts of the building such as corners, entrances, the building base and the roof should be
articulated. Corners should not be unduly emphasised but should respond to their particular context
and the characteristics of the two (2) streets they may address.

I No service plumbing or pipes, other than downpipes for the conveyance of roof water, shall be
external to the building where visible from any public place.

m Applicants will be required to indicate on the Developme
colours proposed. The development is encouraged to
sympathetic to the surrounding natural and cultur

ication plans, building materials and
lours and materials that are

mounted equipment, which protr ot be permitted
(refer s.2.25).

2.9.2.5 Car Parking and |

= To ensure that t development are met on site

To ensure that adequa ilable on site to permit the forward entry and exit

fuately and safely accommodated in all industrial

the relevant provisions of Chapter 2.13 —Transport and Parking.

ding/Unloading

. To ensure that the off street loading / unloading demands generated by industrial development are
met on site

= To ensure that adequate manoeuvring areas are available on site to permit the forward entry and exit
of vehicles

= To accommodate heavy vehicle parking and manoeuvring

= To ensure satisfactory and safe operation within the adjacent road system
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a All loading and unloading is to take place within the curtilage of the building.
b Developments are to comply with the requirements identified within Chapter 2.13 — Transport and

Parking and Australian Standards 2890.1 and 2890.2.

C If loading areas are undercover, no stormwater pits shall be located in the area and all surface drainage
shall be diverted away from the area.

d All loading and unloading facilities are to be screened from the street with suitable evergreen shrubs
and trees (such screening to be indicated upon the submitted landscape plan) and are to be designed
so as not to transmit excessive noise to adjacent residential areas.

e Loading/unloading and parking areas are to be separated so as not to cause conflict.

f If the proposal involves the loading/unloading of dangerous r hazardous materials,

appropriate bunding must be provided.

2.9.2.7 Flooding and Stormwater Ma

= To collect and manage stormwater so as not act adjacent sites

] To protect the proposed development from floodi

To avoid the ive cutting and filling on industrial sites while recognising the need in
some cases for | flevel floor space

] To encourage construe
cut and fill

hniques for industrial buildings which provide opportunities to minimise

= To ensure that developments result from a design process which minimises:
site disturbance
effect on groundwater
disruption of natural drainage patterns
impacts upon adjoining services and structures

impacts upon access to the subject site, and
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removal of significant vegetation

a Full details of any proposed cut and fill of the site are to be provided together with materials, height
and drainage for any proposed retaining walls.

b Retaining walls shall be constructed of brick or masonry.

C Retaining walls in excess of 900mm or those subject to significant loads shall be designed by a suitably
qualified engineer.

d Retaining walls located on boundaries shall not undermine or adversely impact upon the structural
integrity of existing retaining wall systems on adjacent sites.

2.9.2.9 Building Over and Adjacent to S

2.9.2.10 Thematic Links

To ensure that new development matches or complements the established theme of an industrial estate

a Where the site is part of an industrial estate development, the design of the building(s), external
fixtures (such as lighting), signs and landscaping matches or complements adjacent buildings and the
overall theme of the estate.
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2.9.2.11 Site Landscape Works

. To incorporate existing significant, threatened and endangered vegetation on site into landscape areas
. To provide or retain native fauna habitat and bushland corridors where possible

. To screen car parking, loading and other external activity areas

. To provide functional areas of planting that enhance the presentation of a building

= To create industrial precincts with their own intrinsic and unique landscape characteristics

= To assist in the promotion of water sensitive design elements hout the site

a Significant vegetation is to be identified by an app i erson and incorporated into
the landscape design.

b The development is designed to optimise ret reatened and
endangered vegetation.

C Where possible bushland corridor

d Presentation of the building facade mented by appropriate landscaping.

e minimum depth of five (5) metres
except in the case of age shall have a minimum

depth of two (2) i ithin this setback area. The earth
mounding shou : actory maintenance of the mound.

e shade, ameliorate views of large expanses of

f Planting withi
: s to car parks.

Species List within Ct — Tree and Vegetation Management.

j The provision/retention of buffer areas adjacent to wetlands in accordance with the provisions of
Chapter 5.46 — Northern Wetlands Management (where applicable) and the requirements of the
Department of Planning and Environment in relation to State Environmental Planning Policy (Resilience
and Hazards) 2021.

2.9.2.12 Storage Areas

To ensure that the visual impact of storage areas is minimised by landscape screening methods
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a External storage areas are located and/or screened so as not to be visible from outside the site
particularly from areas accessible to the public, e.g., railway lines, roads and residential areas.

2.9.2.13 Design for Safety

= To minimise opportunities for crime by the design and operation of industrial development through:

providing for natural surveillance

a the use of access controls
b territorial reinforcement
C space management
a Clear sightlines are to be maintained over pu d private spaces.

b There is effective lighting of key points.

o

d

e

f

g as part of any development, which may include security cameras in
parking area ision of security guard patrols, to ensure safety of staff and the public.

h Care is taken to e ic spaces are not made into secluded spaces through gates and

enclosures.
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2.9.2.14 Security Fencing

To promote the erection of security fencing and other security devices which do not detract from the
appearance of the development

a Details of security fencing and other visible security devices are to be included in the Development
Application.

b Security fencing is to be integrated with the site landscaping and the overall design of the building.

2.9.2.15 Lighting

= To enable the installation of external lighting whi
development or amenity of the locality

the appearance of the

. To illuminate parts of the site to enhance secur

. To minimise energy waste by providi ation and minim

overspill onto adjoining sites

lighting

= To enabs

. To prevent distractio ists and minimise the potential for traffic conflicts

. To permit the adequate display of information concerning the identification of premises, the name of
the occupier and the activity conducted on the land

. To encourage a coordinated approach to advertising signs where multiple occupancy of sites occur

a Signs are used to clearly identify industrial premises without visually dominating the appearance of the
development.

b Signs are to be constructed of high quality, durable materials.

C Any sign is to be contained wholly within the subject site.
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d Sites are restricted to one sign identifying the name of the occupants and/or products manufactured
or produced on site.

e All signs shall comply with the provisions of Chapter 2.15 — Signage and Advertising, and SEPP (Exempt
and Complying Development Codes) 2008.

f Where factory units are proposed, each factory unit development should have a directory board within
or near the entry landscape area listing each firm and their unit number within the complex.

g

2.9.2.17 Encouraging Energy Efficient Construction and Development

= To encourage the use of energy efficient materials and co on techniques

= To encourage development which can operate in an e sustainable way with regard to
energy use
. To encourage the use of energy efficient ap and fittings and wh ssible the use of

renewable energy sources to reduce greenho S emissions

a Developments are to be designed a ucted havin

materials, lighting, heating and cooli

rd to available energy efficient

b New buildings are to be orientated as ake best use of solar energy and

prevailing winds to ng and coo

e

f in area) utilise renewable energy
and a statement is to be included with the development application

2.9.2.18

To protect local air quality and minimise the impact of odour generated by industrial activity

a Industrial development likely to generate air pollution and odours is to be located away from
residential areas.

b Best practice techniques are used to reduce the level of risk and degree of impact at the point of
production and the point of discharge.
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C Where the development proposed will release odours, an odour impact assessment shall be
undertaken and submitted to council with the development application.

d Where air polluting industries are permissible, no point of pollution discharge is within 300m of the
nearest dwelling.

e Industrial development shall comply with the “Technical Framework: Assessment and Management of
Odour from Stationary Sources in NSW", issued by the EPA in November 2006.

f Where the assessment indicates that a facility will exceed the odour performance criteria prescribed by
the EPA, then additional design, management and control strategies for odour mitigation are to be
investigated by the proponent and incorporated within the development.

2.9.2.19 Noise Generation

To minimise the impact of noise generated by industrial a

a Acoustic design principles are to be incorpora
industrial noise shall be controlled so that it does i i e nearest
residential dwelling.

b Industrial development shall comp > i he Noise Policy for Industry produced
by the EPA in 2017.

C An Acoustic Report s
development prope
Manager's resid

property boundary (other than a

2.9.2.20 Fire Mi

. To ensure optimal access for control and firefighting personnel and equipment in the case of fire

a All buildings on land ad g bushland are designed and located to minimise potential damage due
to bushfire.
b Practical measures are implemented to achieve the appropriate level of fuel management and bushfire

hazard reduction on the site.

e Access for emergency vehicles including fire trucks is provided and easily identified.
d Water hydrants are clearly marked and accessible.
e Flammable and other materials likely to act as fire accelerants are located and stored in a manner to

minimise the risk of contact with fire.
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f Flammable materials shall be stored in accordance with relevant guidelines produced by the
Department of Planning and Infrastructure and WorkCover requirements.

2.9.2.21 Waste Minimisation and Disposal

= To require an environmentally sound approach to the storage and disposal of waste and recyclable
materials, which supports the principles of waste minimisation i.e. Avoid, Reduce, Reuse, Repair and
Recycle

] To satisfy the relevant requirements of Waste Avoidance and Resource Recovery Act 2001

a Waste storage and disposal is to be carried out in accord
Management Plan which shall be prepared and submi

h a site and use specific Waste
Development Application.

b The requirements for a Waste Management Plan ntified in C
and Council's Waste Control Guidelines.

r 2.14 — Waste Management

C Reference should be made to “Specification fo
and Drainage” produced by Department of Envir

ements, Earthworks
in April 2010.

ly of Recycled Material

2.9.2.22 Contaminated

To ensure that potentially- is i ied and treated in the
appropriate manner

2.9.2.23

To achieve equitable, cost effec
people with disabilities

e access to buildings and to facilities and services available in buildings for

a Access ways are provided to and within a building to enable people with disabilities safely, equitably
and with dignity:

i to approach the building from the road boundary and from any car parking spaces associated
with the building; and

ii to access work and public spaces and facilities for personal hygiene.
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b Car parking spaces for use by people with disabilities must be provided to the degree necessary to
give equitable access for car parking and be designated and easy to find.

C Any inbuilt communication system for entry, information or for provision of service must be suitable
for occupants who are hearing impaired.

d Development is to comply with the relevant provisions of AS7428.1 — Design for access and mobility
and the Disability (Access to Premises — Buildings) Standards 2010.

2.9.2.24 Communications Infrastructure

= To enable the provision of communications infrastructure on in ial sites and buildings

= To minimise the visual impact of communications infrastr

a Where possible, all electricity and telecommuni
site is to be placed underground.

supply to the ment and throughout the

d Communication infrast ite di roof mounted equipment
which protrude abo < ing - ermitted except where:

ent or major viewing points such

2.9.2.25

To enable limited retailing wi dustrial premises as an ancillary activity to industrial use

Retail use is prohibited in the industrial zones under the Central Coast LEP 2022. However, retailing is
permissible as an ancillary use provided that:

a the products sold are manufactured on the premises, this does not include the assembly of
components manufactured elsewhere and;

b the area used for retailing does not exceed twenty percent (20%) or 400m? (whichever is the lesser) of
the area of the building(s) involved in the manufacturing process.
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2.9.2.26 Ancillary Residential

To enable improved security via on-site caretaking of industrial premises as an ancillary activity to industrial
use

A dwelling house or an ancillary caretaker's/manager’s flat may be provided on a site in conjunction with
industrial development where permissible provided that:

a the dwelling shall be occupied solely for residential purposes by an employee, owner, or occupant of
the industrial land use;

b a screened outdoor living area shall be provided adjacent dwelling for the enjoyment of the

occupants;

C the outdoor living area to have a minimum area dimension of 6 metres;

chieve a satisfactory f residential amenity

uality, noise levels, etc.

d the dwelling is to be designed and construct
within the dwelling, particularly with respect t
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